SUM 3

ADDENDUM TO THE FINAL FEASIBILITY BTUDY REPORT
NL INDUSTRIES, INC. BUPERFUND SITE
OPERABLE UNIT ONE
PEDRICKTOWN, NEW JERSEY

Introduction

The U.S. Environmental Protection Agency (EPA) has prepared this
addendum to the Feasibility Study (FS) Report for the NL
Industries, Inc. (NL) Superfund Site located in Pedricktown, New
Jersey. The FS Report was prepared by O'Brien & Gere Engineers,
Inc. (OBG) for NL, a Potentially Responsible Party for the site.

This addendum report serves as a companion document to NL's May
1993 FS Report for Operable Unit One. This document addresses
several issues which EPA has determined need further discussion
and/or clarification. It further corrects errors and discrepancies
within the FS Report. In addition, this Addendum documents
conclusions arrived at by EPA through review of the FS Report, site
related data and other information, which have not been reached by
NL. The issues mentioned above are discussed in the following
paragraphs.

GENERA :

Based upon the results of the Remedial Investigation (RI), EPA
believes that contamination in stream sediments extends from
the on-site portions of the West and East Streams and the
drainage channel north of Route 130, to the Delaware River.
This is evidenced by the generally decreasing contaminant
gradient toward the Delaware River.

SPECIFIC MODIFICATIONS:

EXECUTIVE SUMMARY

Pg. ES-2 edial Investi u 4 t estigati
Sediments: It should be noted that the Federal Ambient

Water Quality Criteria (AWQC) (approximately 3.2 parts
per billion (ppb) for lead) for the protection of aquatic

life for lead was exceeded in the surface water for all Z
sections of the stream and drainage channel. This is s
evident in sampling results shown in Table 3 of the FS
Report. : O
N
Pgs. ES-3 Remedial Action Objectives
O
Throughout the FS Report, note that the remedial action (ﬁ

objective for lead in ground water is 10 ppb. This is
the Practical Quantitative Limit (PQL) for lead



Pgs.

established by the New Jersey Department of Environmental
Protection and Energy (NJDEPE). Note that the New Jersey
Ground Water Quality standard (N.J.A.C. 7:9-6) for lead
is 5 ppb. A PQL is the lowest concentration that can be
reliably detected by a laboratory during routine
laboratory operating conditions.

ES 4-14

Several of the soil alternatives, as well as the sediment
alternatives, have been modified to provide appropriate
consistency between alternatives, incorporate EPA's
preference for treatment, and reflect what EPA believes
to be accurate cost estimates for alternative components.
In addition, EPA has modified all soil alternatives to
include treatment and disposal of excavated stream
sediments with the site soils. Hence, sediment
alternatives no longer include treatment and off-site
disposal as expressed in the FS Report.

EPA is expecting to undertake Phase V of its Removal
Action during the summer and fall of 1993. This phase of
the Removal Action will involve the removal of the most
highly contaminated stream sediments from the West Stream
and eliminate them as a source of contamination to the
environment. Excavated material will likely be disposed
of off site. Upon completion of EPA's action, the Salem
County Mosquito Commission (SCMC) may take further action
to deepen and widen the stream in order to allow drainage
of areas that lie upland of the site. The Removal Action
is expected to be consistent with the long term remedial
action at the site.

Since EPA will shortly be undertaking Phase V of its
Removal Action to remove contaminated sediments from the
West Stream, the two sediment alternatives, No Action,
and Sediment Excavation will address sediments in the
East Stream and the drainage channel north of Route 130
only.

The FS Report 1is modified throughout regarding
contaminated soils and sediment at the site as follows:
If a material fails Toxicity Characteristic Leachability
Procedure (TCLP) testing, then it is characterized as a
hazardous waste and is subject to Resource Conservation
Recovery Act (RCRA) regulation. RCRA regulation requires
treatment prior to disposal of such wastes. Although
there 1is an exemption from treatment for 1lead
contaminated soils which fail the TCLP test, but pass the
EP Toxicity test (Land Disposal Restrictions, 55 CFR
106), which may be applicable to portions of the
hazardous soils at the NL site, EPA requires that all
site soils which are determjined to be hazardous wastes be
treated prior to disposal. This is consistent with the
Comprehensive Environmental Response, Compensation and
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Liability Act's (CERCLA's) statutory preference for
treatment, especially since RCRA regulations require
treatment for a large portion of the site soils in any
event. However, for soil Alternative G, which includes
removal of all soil above the remedial action objective
from the site, EPA will not require treatment of the
exempted soils. The soil alternatives in the FS Report
did not require treatment of all hazardous soils.

Soil Alternative H, and all references to it, are hereby
deleted throughout the FS Report. Based upon human
health and ecological risks at the site, this
alternative, which utilizes two different cleanup values,
is not justified, nor is it approved, by EPA.

The term "Months to Achieve Remedial Action Objectives"
refers to the amount of time it would take to design,
construct and complete the action. "N/A" implies that
the "Months to Achieve Remedial Action Objectives" is not
applicable for the particular alternative. "“O&M Cost"
refers to the cost of operation and maintenance during
implementation of the particular alternative.

All costs presented below are for cleanup of soils and
sediments to 500 ppm of lead. After incorporating the
above referenced changes, the soil and sediment
alternatives described in the FS Report are hereby
modified throughout the FS Report as follows. A detailed
breakdown of the costs and volumes of soil for the
modified alternatives may be found in the attached
Attachment A to this Addendum.

oils Alternative

80il-A: No Action / Institutional Control

Capital cost: $149,000
Annual O&M Costs: $2,000
Present Worth Cost: 179,800
Months to Achieve Remedial Action Objective: 3

Superfund regulations require that a No Action alternative be
evaluated at every site to establish a baseline for comparison with
other alternatives. The No Action alternative for soils not
meeting remedial action objectives would include institutional
controls and site access restrictions, such as fencing and deed
restrictions. In addition, assessments would be performed every
five years to determine the need for further actions.
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80il-B: Excavate All SBcils above the Remedial Action Objective /
Treat All Excavated Soils Using 8o0il Washing / Backfill of Treated
80ils Meeting the Remedial Action Objective

Capital Cost: $22,084,700
Annual O&M Costs: $5,000
Present Worth Cost: $22,161,700
Months. to Achieve Remedial Action Objective: 42

All soils, including soils in wetland areas, not meeting the
remedial’ action objective would be excavated and treated (along
with stream sediments) using soil washing. The soil washing
technology may utilize both physical size separation and chemical
separation to remove contaminants from the soil. Liquid washing
fluids would be recycled into the process and later disposed of off
site along with extracted contaminants. Washed soil meeting the
remedial action objective would be returned to the excavated areas.
Washed soil rendered non-hazardous, but not meeting the remedial
action objective would be placed in a landfill to be constructed on
site. Secondary wastes from the soil washing process, including
fines, would be treated on site and disposed of off-site at an
appropriate RCRA-permitted facility. Treatability studies would be
required to determine the efficiency of the soil washing systen,
and to the determine the optimum operating parameters for the soil
washing system. The treated material would require TCLP testing to
confirm that the material is non-hazardous prior to returning it to
the site.

80il-C: Excavate All Soils above the Remedial Action Objective /
Treat All Excavated S8oils Using Solidification / Stabilization /
Landfill Treated Material On 8ite

Capital Cost: $13,306,400
Annual O&M Costs: $5,000
Present Worth Cost: $13,383,400
Months to Achieve Remedial Action Objective: 24

All soils not meeting the remedial action objective would be
excavated, treated on site by solidification/stabilization (S/S)
(along with stream sediments), and landfilled on site. This
technology immobilizes contaminants by binding them into an
insoluble matrix. Stabilizing agents such as cement, pozzolan,
silicates and/or proprietary polymers would be mixed with the feed
material. The equipment is similar to that used for cement mixing
and handling.. Bench-scale tests would be required to select the
proper ratio of stabilizing agents, feed material, and water.
Depending on the specific treatment process, the volume of
stabilized material may increase by up to 50 percent of the
original volume. The treated material would require TCLP testing
to confirm that the material is non-hazardous. Excess treated
material which can not be 1landfilled on site due to space
limitations would be transported and disposed of in a RCRA-
permitted facility.
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80il-D: Excavate All Soils above the Remedial Action Objective /
So0il Wash Hazardous 80ils / Landfill Non-Hazardous S8o0ils On B8ite /
Backfill Treated 8c0il Meeting Remedial Action Objectives

Capital Cost: $10,635,500
Annual O&M Costs: $5,000
Present Worth Cost: $10,712,500
Months to Achieve Remedial Action Objective: 36

All soils not meeting the remedial action objective would be
excavated. Excavated soils (along with stream sediments) which are
non-hazardous would be landfilled on site. Excavated soils and
sediments which are classified as hazardous waste would be treated
using soil washing as described under Alternative B, above. Washed
soils meeting the remedial action objective would be returned into
excavated areas. Washed, non-hazardous soils that do not meet the
remedial action objective would be landfilled on site along with
the excavated non-hazardous soils. Secondary wastes, such as
fines, from the soil washing process would be treated and disposed
of off-site at an appropriate RCRA-permitted facility.

The on-site landfill to be constructed to contain non-hazardous
soils contaminated above the remedial action objective would
include a liner underlying the landfill as well as a geomembrane
cap. The base of the landfill would be built up with clean fill to
raise the level above the 100-year flood plain. Six inches of
gravel would be placed over the geomembrane cover as a drainage
layer. Approximately 30 inches of soil would be placed and seeded
over the drainage layer.

80il-E: Excavate All Soils above the Remedial Action Objective /
Landfill Non-Hazardous S80ils On 8ite / Solidification/stabilization
of Hazardous Soils / Dispose Treated S8oil Off Site

Capital Cost: $10,344,900
Annual O&M Costs: $5,000
Present Worth Cost: $10,421,900
Months to Achieve Remedial Action Objective: 24

Under this alternative, soils not meeting the remedial action
objective would be excavated. Excavated soils (along with stream
sediments) which are non-hazardous would be landfilled on site.
The landfill would be constructed as described in soil Alternative
D. Excavated soils (along with stream sediments) which are
classified as hazardous would be treated on site using S/S as
described in Alternative C. The solidified/stabilized soils would
then be disposed of off-site at an appropriate RCRA-permitted
facility.
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80il-F: Excavate All Soils Above the Remedial Action Objective /
Solidification / 8tabilization of Hazardous 8oils / Landfill
Treated and Non-Hazardous S8oils On-8ite

Capital Cost: $6,403,350
Annual O&M Costs: $5,000
Present Worth Cost: $6,480,350
Months to Achieve Remedial Action Objective: 24

Under this alternative, soils not meeting the remedial action
objective would be excavated. Excavated soils (along with stream
sediments) which are non-hazardous would be landfilled on site.
The landfill would be constructed as described in soil Alternative
D. Excavated soils (along with stream sediments) which are
classified as hazardous would be treated on site using S/S as
described in Alternative C. The solidified/stabilized soils would
then be landfilled on site along with the excavated non-hazardous
soil.

80il-G: Excavate All Soils above the Remedial Action
Objective/Dispose Off-8ite

Capital cCost: $15,840,200
Annual O&M Costs: N/A
Present Worth Cost: $15,840,200
Months to Achieve Remedial Action Objective: 24

All soils not meeting the remedial action objective would be
excavated. Based on sampling, hazardous and non-hazardous soils
would be segregated. All soil (along with stream sediments) would
be transported off site to an appropriate, permitted facility for
treatment and disposal based on soil characteristics.

Sediments

S8ediments~A: No Action

Capital Cost: N/A
Annual O&M Costs: $13,580
Present Worth Cost: $209,000
Months to Achieve Remedial Action Objective: 3

Superfund regqulations require that a No Action alternative be
evaluated at every site to establish a baseline for comparison with
other alternatives. The No Action alternative for sediments not
meeting the remedial action objective would include institutional
controls and access restrictions, along with monitoring of surface
water quality in the East and West Streams and drainage channel
north of Route 130. In addition, assessments would be performed
every five years to determine the need for further actions.
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Bediments-B: Sediment Excavation

Capital Cost: $2,148,200
Annual O&M Costs: N/A
Present Worth Cost: $2,148,000
Months to Achieve Remedial Action Objective: 18

Sediments not meeting the remedial action objective in the East
Stream and drainage channel north of Route 130 to the Delaware
River would be excavated. Sediments would be managed, to the
extent practicable, in accordance with the selected soil
alternative. Remediation of the stream and drainage channel would
be accomplished by excavation and dredging. Most of the dredging
could be accomplished from access adjacent to the streams and
channel. However, some of the dredging in wide areas of the stream
may require a barge mounted excavation device. Sediments would
need to be de-watered prior to handling for treatment and disposal
with soils. It is estimated that up to 7,900 cubic yards of
sediments would be remediated under this alternative.

Ground Water

The costs described in Ground Water Alternatives tables (Tables 19-
27) in the FS Report have not been modified. However, Ground Water
Alternative-G has been divided into two sub-alternatives, which
have been elaborated on below.

Ground Water-G: Pump and Treat with Direct Discharge to Surface
Water

Streanm . Delaware
Capital Cost: $3,741,000 $3,525,000
Annual O&M Costs: $510,785 $427,245
Total Present Worth Cost: $11,529,000 $10,093,000
Months to Construct Remedy: 36-54

Under Alternative G, two sub-alternatives (G-1 and G-2) were
developed. The FS Report describes both alternatives, however, not
in great detail. Both of these alternatives would consist of
pumping and treating contaminated ground water on site from the
unconfined aquifer and discharging the treated ground water to a
surface water body. The ground water extraction and treatment
process would be similar to that described for Alternative B.

G-1: Surface Water Discharge to the East or West Stream: Lead
discharge standards to these surface water bodies are expected to

be lower than the remedial action objective for lead in the ground

water of 10 ppb. The discharge criteria for lead would be the
Ambient Water Quality Criteria, which is estimated to be 3.2 ppb.
For discharge to either the East or West Streams, a discharge
standard of 500 ppm for TDS would apply. Treated ground water
would be discharged to the East or West Stream through a discharge

pipe.
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G-2: Surface Water Discharge to the Delaware River: The Delaware
River is located approximately 1.5 miles to the northwest of the
site. Since discharge to the Delaware River would constitute an
off-site discharge, a New Jersey Pollution Discharge Elimination
System (NJPDES) permit would be required. The NJDEPE would develop
surface water discharge numbers under its permitting authority.
Based on a preliminary analysis, it is not expected that reverse
osmosis treatment would be required to meet requirements for TDS
under the terms of the NJPDES permit. With the exception of not
requiring a reverse osmosis unit, the treatment system described in
Alternative B is expected to meet discharge criteria to be
established by NJDEPE for discharge to the Delaware River. For
this option, treated groundwater would be transported via a 1 1/2
mile pipeline from the treatment plant located on-site to the
Delaware River. Appropriate access agreements and permits for the
construction of the pipeline would be obtained.

N e UCTIO

Pg. 5 Last Sentence. Appendix N - Soil and Sediment Volume
Calculations do not exist and should not be referenced.

Pg. 6 Soils Off NSNJ Property:

EPA disagrees with the statement that the lead
contamination in soil sample locations 44, 44A and 60-64
are inconsistent with airborne dispersion patterns and
the wind rose for the area. Airborne disposition is a
likely source of East Stream area lead contamination.
Figure 4, of the October 1990 RI Report indicates that
the strongest winds are coming from the westerly and
south-westerly direction would transport airborne
emissions directly toward the East Stream area. This is
also evidenced by most off-site contamination east of the
plant being within the first three inches of soil. Based
upon this information, the last two sentences of this
paragraph (thus, the lead ..... not related to the site)
are hereby deleted.

Pg. 8 Tabular summary of WET evaluation, first column.

The first two rows of the table are incorrectly listed as
Ground Water Discharge. The first row should be listed
as Ground Water Recharge. ’

Pg. 17 Note that the West Stream will be remediated as part of
Phase V of EPA's Removal Action at the NL site.
Therefore, the West Stream remediation will not be
addressed under Operable Unit One.

Pg. 26 1.2.5 Baseline Risk Assessment The FS Report's
discussion of risk is not sufficient. The second

paragraph is hereby deleted and replaced with the
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following discussion of human health and ecological
risks. In addition, summary tables for site risks may be
found in Attachment B to this Addendum. Please note that
the risk contribution from 1lead, which can not be
quantified, is not included in these summary tables.

Pg. 29 ab evan ate Re ements
LABAB_lL ARARs regarding Floodplains and Agricultural
Lands must be addressed prior to commencement of remedial
activities.

SUMMARY OF SITE RISKS
uman Healt jsk Assessment

Based upon the results of the RI, a baseline risk assessment was
conducted to estimate the risks associated with current and future
site conditions. The baseline risk assessment estimates the human
health risks which could result from the contamination at the site
if no remedial action were taken.

A four-step process is utilized for assessing site-related human
health risks for a reasonable maximum exposure scenario: Hazard
Identification--identifies the contaminants of concern at the site
based on several factors such as toxicity, frequency of occurrence,
and concentration. ExXposure Assessment--estimates the magnitude of
actual and/or potential human exposures, the frequency and duration
of these exposures, and the pathways (e.g., ingesting contaminated
well-water) by which humans are potentially exposed. Toxicity
Assessment-- determines the types of adverse health effects
associated with chemical exposures, and the relationship between
magnitude of exposure (dose) and severity of adverse effects
(response). Risk Characterization-- summarizes and combines
outputs of the exposure and toxicity assessments to provide a
quantitative (e.g., one-in-a-million excess cancer risk) assessment
of site-related risks.

The baseline risk assessment began with selecting contaminants of
concern which would be representative of site risks. These
contaminants included the inorganic compounds (i.e., metals)
antimony, arsenic, beryllium, cadmium, chromium, nickel, and zinc,
and the organic compounds 1,l-dichloroethane, 1,l1-dichloroethene,
1,1,1-trichloroethane, tetrachlorocethene, and vinyl chloride.
Several of the contaminants, including arsenlc, beryllium, and the
five organics above are known to cause cancer in laboratory anlmals
and are suspected to be human carcinogens.

The baseline risk assessment evaluated the health effects which
could result from exposure to contamination from soils (ingestion,
dermal contact, and inhalation of wind-borne compounds), and ground
water (ingestion, inhalation of volatiles while showering, and
dermal contact). The risk assessment considered the site's current
land use as an abandoned industrial facility, and the future land
uses as either an industrial facility or residential area. Current
receptors included off-site residents (child and adult) and off-
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site workers. Future receptors included on-site residents (child
and adult), off-site residents (child and adult), on-site workers,
and off-site workers. Ground water use was only considered for
future exposure scenarios.

EPA uses reference doses (RfDs) and slope factors to calculate the
noncarcinogenic and carcinogenic risk attributable to a particular
contaminant. An RfD is an estimate of a daily exposure level that
is not 1likely to result in any appreciable risk of deleterious
effects during a person's lifetime. A slope factor establishes the
relationship between the dose of a chemical and the response and is
commonly expressed as a probability of a response per unit intake
of a chemical over a lifetime.

Although EPA has established RfDs and slope factors for chemicals
evaluated in the baseline risk assessment, lead currently does not
have a RfD, slope factor, or similarly accepted toxicological
parameters. Consequently, the risk due to lead cannot be
quantified. This is of particular significance at the NL site,
since lead is the major contaminant of concern. Therefore lead,
which was qualitatively evaluated independent of the other
contaminants of concern, will be discussed separately from the
quantitative baseline risk assessment.

The results of the quantitative baseline risk assessment indicate
that all exposures to receptors under current land use are
acceptable, both in terms of cancer and non-cancer risk. Under
potential future land use, all receptors except the on-site worker,
have unacceptable risks for both cancer and non-cancer effects due
to ground water ingestion. 1In addition, all future residents have
unacceptable cancer risk via the inhalation of ground water
contaminants while showering. The only other unacceptable non-
cancer risk under the future land use scenario is that to the on-
site child resident, both by ingesting and dermally contacting
contaminated soil.

The greatest carcinogenic risk accrues to the (hypothetical) future
residents (on-site and off-site) through their ingestion of ground
water. The cancer risk is 2 x 10%, meaning that 2 excess cancers
per 1,000 residents could occur if future residents were to use the
contaminated ground water. Current Federal guidelines for
acceptable exposures are a maximum excess carcinogenic risk in the
range of 10* to 10®. The lowest unacceptable cancer risk (3 x 10%)
is estimated to occur to the 10-12 year old resident, inhaling
ground water contaminants while showering.

All future residents (children and adults) and the future off-site
worker, have unacceptable non-cancer risk. The on-site child
resident would have the most significant risk of all of these
through ground water ingestion, with a Hazard Index of 17. A
hazard index greater than 1.0 indicates that the exposure level
exceeds the protective level for that particular chemical. Current
Federal guidelines for acceptable exposures are a maximum hazard
index of 1.0. The lowest unacceptable hazard index, which is for
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the off-site adult resident inhaling volatile ground water
contaminants while showering, was 1.0.

As discussed earlier, lead currently does not have a RfD, slope
factor, or similarly accepted toxicological parameters and could
not be evaluated in the quantitative baseline risk assessment.
Therefore, the risks posed by lead have been gqualitatively
evaluated below for site soils, sediment, and ground water.

Elevated concentrations of lead have been detected on site in the
soils, sediments, surface water and ground water. Exposure to lead
has been associated with human noncarcinogenic effects. The major
adverse effects in humans caused by lead include alterations in red
blood cell production and the nervous system. High concentrations
in the blood can cause severe irreversible brain damage and
possible death. EPA has also classified lead as a "B2" carcinogen,
which indicates that it is considered a probable human carcinogen.

With regard to all exposure scenarios considered in the baseline
risk assessment, where there was a non-acceptable cancer or non-
caner risk, it is plausible that the cumulative cancer risk and
hazard indices would be even higher if the effects of lead be
quantitatively included.

co (o] isk Asses

A four-step process is utilized for assessing site-related
ecological risks for a reasonable maximum exposure scenario:
Problem Formulatjon - a qualitative evaluation of contaminant
release, migration, and fate; identification of contaminants of
concern, receptors, exposure pathways, and known ecological effects
of the contaminants; and selection of endpoints for further study.
Exposure Assessment--a quantitative evaluation of contaminant
release, migration, and fate; characterization of exposure pathways
and receptors; and measurement or estimation of exposure point

concentrations. Ecologjical Effects Assessment--literature reviews,

field studies, and toxicity tests, linking contaminant concentra-

tions to effects on ecological receptors. Risk Characterization--
measurement or estimation of both current and future adverse

effects.

-

The ecological risk assessment was conducted during 1992 at the
site by EPA's Environmental Response Team. It included a study of
contaminant uptake by ecological receptors located at the site, as
well as biocaccumulation modelling of contaminant uptake by higher
organisms. The results of the ecological study and risk assessment
were used in developing remedial action objectives.

The two media potentially posing risks to non-human receptors at
the NL site are the stream sediments and wetland soils. These
media also contribute to degradation of surface water quality in
the East and West Streams and drainage channel. The contaminants
of concern are metals, with lead being the most widespread, and
detected at much higher levels than other metals. For this reason,
a site-specific ecological assessment was performed to determine a
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risk-based clean-up level for lead only, with the assumption that
a clean-up commensurate with a protective level of lead would also
result in protective levels of the other metals to the ecological
receptors. Lead from site soils and sediments enter the food chain
via absorption and ingestion. The biocavailability of soil- and
sediment-bound lead accumulated by specific components of the food
chain, such as small mammals, earthworms and frogs. This data is
then utilized in the evaluation of the exposure of lead to
organisms which are not directly sampled.

Lead in site soils becomes available to terrestrial fauna (e.q.,
small mammals) and avian forms when they feed upon earthworms, the
latter accumulating body burdens of lead through their deposit-
feeding activity. The sediment-borne lead is available for uptake
by amphibians (e.g., frogs) that frequent the site's two streams.

Exposures to earthworms were manipulated in the field investigation
to be in the range of 120-6,900 ppm dry weight of soil. Although
lethality as an endpoint was monitored, the bicaccumulated lead in
the worm tissues after the study was recorded for use in a
modelling exercise to determine whether this posed a toxicological
threat to earthworm predators (i.e., robins, and woodcocks). In a
similar fashion, green frogs found on site had their tissues
analyzed for lead content. This information was modelled for the
potential toxicological threat posed to their natural predators
found at the site, the great blue heron, and the mink. Finally,
the white-footed mouse was selected as a representative terrestrial
species serving as a diet item of the red-tailed hawk, the long-
eared owl, the red fox, and the mink.

A hazard quotient approach was utilized to evaluate the likelihood
that lead concentrations in site media and animal tissues would
produce deleterious effects. In this method, exposure levels are
compared to levels which have been shown to cause toxicological
effects (i.e., daily lead intake/reference dose = Hazard Quotient).
A hazard quotient greater than 1.0 indicates that exposure to
contaminants at calculated levels may cause deleterious effects.
Results of the risk calculations suggest that potentially
significant risk exists at the site at concentrations at and above
500 ppm for the following species (and with the following associat-
ed toxicological endpoint): robin and woodcock nestlings (reduced
brain weight and hematocrit), red fox (anorexia and convulsions),
and mink (reduced population).

The result of the ecological risk assessment indicate a clean-up
level of 500 ppm for lead in site soils and sediments is
appropriate to address the significant risks to ecological
receptors.

SECTION 2 - IDENTIFICATION AND SCREENING OF TECHNOIOGIES
Pg. 33,34 Last paragraph of pg. 33 and first paragraph of pg. 34,
up to "Pursuant to USEPA request..." is hereby deleted.
This text draws inaccurate conclusions regarding the
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Pg.

Pg.

Pg.

Pg.

Pg.

Pg.

35,36

36

36

39

44

47

Ecological Assessment. The text also makes misleading
statements regarding leachability and protectiveness of
human health and biota.

The FS Report speculates that "... it is possible that
some upstream source that affects the water quality in
these (upstream) tributaries also affects water quality
north of U.S. Route 130." It is EPA's opinion that much
of the lead contamination present in soils and sediments
which do not receive surficial runoff from the site is
due to aerial deposition from the operations of the NL
Industries facility.

3rd paragraph, "Excavation of the stream segments..." to
the end of the paragraph is hereby deleted and replaced
with the following:

Excavation of the stream sediments north of Route 130
would be conducted in a manner to minimize resuspension
of contaminated sediments. Although the stream is too
large to be diverted north of Route 130, hydraulic
vacuums and sediment control devices would be used to
prevent excavation activities from adversely impacting
existing flora and fauna, or spreading contaminants
downstrean.

The last paragraph (pg 36 and following quote on pg. 37)
is based upon an EPA's draft Ecological Assessment and is
hereby deleted. EPA's final Report and recommendations
may be found in the administrative record for the site.

The first paragraph, which speculates whether the
remediation of sediments north of Route 130 would be
beneficial is inaccurate and is hereby deleted. Benefits
of this remediation are described in EPA's Proposed Plan
for Operable Unit One of the site.

Second Paragraph, second sentence. This sentence
incorrectly states that discharge of treated ground water
to the Delaware River is rejected on the basis of cost.
This alternative, however, is retained throughout the FS
Report.

SECTION 3 - DEVELOPMENT AND SCREENING OF ALTERNATIVES

EPA has modified the soil alternatives as described in
the Executive Summary Section of this Addendum. These
modifications make the alternatives consistent with each
other where appropriate, with EPA policy and with data
collected at the site.

The detailed breakdown of the costs and volumes of soil
for the modified alternatives may be found in Attachment
A to this addendum. Note that EPA's modified soil
alternatives include treatment and disposal of the
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Pg'

49-52

excavated stream and drainage channel sediments. Thus,
the soil alternatives now include an increased volume of
soil (and sediment), while the sediment altermative do
not include treatment and disposal of the sediments.

These sections of the FS Report are unjustly critical of
soil washing as a remedial treatment for contaminated
soils. Concerns regarding the applicability of soil
washing to the site would be addressed during laboratory,
bench and pilot-scale tests.

Soil washing is an innovative treatment technology. A
treatability study would be performed to determine the
optimum design parameters for any soil washing systemn.
Soil washing is expected to be effective in rendering the
soils non-hazardous and is likely to achieve the remedial
action objective for significant amounts of the treated
soil, especially if combined with an acid extraction
(leaching) process. Soil washing, combined with on-site
landfilling, would minimize the amount of soil necessary
to import as backfill for the site, and would reduce the
mobility of all soils above the remedial action
objective. It also would permanently reduce the toxicity
and volume of contaminants in the most highly
contaminated portions of the soil.

The FS Report tends to inflate the cost of soil washing.
Based upon vendor information, there is a significant
economy of scale for soil washing treatment systems (See
Attachment C). Vendor-provided information indicates
that treatment cost may be as low as $115/ cubic yard,
compared to the estimate of $200/cubic yard provided in
the FS Report. However, the conservative assumption of
$200/cubic yard has been carried through in the modified
cost tables.

In addition, the examples of previous soil washing
failures that are cited in the FS Report are of
questionable relevance to the NL site soils or only
represent one of many possible soil washing approaches.
These approaches encompass a wide range of processes
including size separation, gravity separation, attrition
scrubbing and solubilization via surfactants, solvents,
acids or chelating agents that may be employed in various
combinations. The FS Report cited soil washing attempts
which contained pre-1990 information, and there has been
a significant effort since that time related to acid
extraction from lead soils.

Of particular significance is a test that the Center for
Hazardous Materials Research (CHMR) performed under EPA's
Emerging Technology Program with soils obtained from the
NL site. The extraction process reduced 1lead
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Pg.

Pg.

Pg 58,59,

Pg.

56

57

60

60

concentrations from 30,000 ppm to about 1,000 ppm. In
addition, the US Bureau of Mines and several private
companies are exploring several promising treatment
processes for the extraction of lead from soils.

First Paragraph

Note that since surface water discharge criteria for
several metals in freshwater are hardness dependent, a
hardness of 100 ppm was assumed for the East and West
Streams in developing specific criteria. Attachment D
contains EPA's estimated discharge criteria for the East
and West Stream for contaminants detected at the site.

3.3.2 Groundwater Alternatives

The third sentence is hereby deleted and replaced with:;
"Pending further evaluation during the remedial design
phase of the project, the existing well point system may
be used in part to achieve the desired ground water
recovery."

Based upon New Jersey Surface Water Standards, New Jersey
Ground Water Standards, and Federal Ambient Water Quality
Criteria, the effluent limit for Total Dissolved Solids
(TDS) for discharge of treated ground water to the East
or West Stream, the infiltration pond, the unconfined and
confined aquifer is 500 ppm. In all 1likelihood,
discharge to these locations will require the use of a
reverse osmosis (RO) unit to reduce TDS in the effluent
to an acceptable level. This applies throughout the FS
Report. Note that the FS Report did not initially take
this into consideration in developing the ground water
discharge alternatives.

Based upon preliminary information, it appears that TDS
effluent limits for Delaware River discharge (Alternative
G-2) may be up to 5,000 ppm. This would likely not
require the use of an RO unit to achieve these TDS
levels.

Groundwater Alternatives C, D and E

EPA does not concur with the statement that "clay content
in the upgradient areas potentially increases, further
reducing the potential for infiltration at a rate
acceptable for anticipated recovery rate." The rationale
for this statement is not given in the FS Report.

:

W i - W
Direct Discharge to Surface Water

{
The FS Report states that the surface water discharge
criteria for lead (based on AWQC) in the East and West
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Stream, and Delaware River are 0.07 ppb and 0.10 ppb,
respectively. This statement is incorrect and is hereby
deleted from the FS Report. The AWQC for the East or
West Stream would be approximately 3.2 ppb for lead.
This value is hardness dependent and assumes a hardness
of 100 mg/l in the receiving surface water body.
Discharge criteria for the Delaware River would be
developed by NJDEPE pending an anti-degradation review
and would include the effects of dilution. Note that
dilution is not likely in the East or West Streams since
they are intermittent streams.

Pg. 62 ediment Altern ves

Note the changes to the sediment alternatives described
in the Executive Summary.

SECTION 4 - DETAILED EVALUATION OF ALTERNATIVES
Pg. 70 First Full Paragraph.

It is stated that, "......groundwater monitoring will be
sufficient to monitor potential migration of lead found
in surface soils." Soil and surface water monitoring
must be included in the long-term monitoring program
because, as stated on page 71, contaminants can migrate
through wind and surface water erosion.

Pg. 77 See soil washing discussion for pages 49-52.
Pg. 82 e2.3. S = v

It is stated that "mature on-site trees will not be
removed during or after the implementation of this
alternative." This should be replaced with the statement
that "....the removal of mature on-site trees will be
minimized during the implementation of this alternative."

Pg. 83 Note that all soil alternatives (except the No-Action
alternative) would disturb approximately nine acres of
wetlands which must be remediated (using the 500 ppm of
lead as a cleanup level). Attachment E shows that the
additional wetland destruction due to construction of the
on-site landfill is up to 0.32 acres, depending upon the
landfill capacity, with a maximum landfill capacity of
approximately 54,000 cubic yards. Any wetlands destroyed
or impacted as part of the site's remediation would
require mitigation.

Pg. 84 See modifications to soil alternatives, regarding

treatment requirements, discussed in the Executive
Summary section of this Addendum.
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Pg. 91 4.2.5.5 Short-Term Effectjveness

Same modification as for page 82.
Pg. 92 4.2.5.6 Implementabili
Third sentence.

"The soils curbing areas..." should read "The soil curing
areas...."

Pg. 95 :2.6.5 Short-Te ffectiveness

In the second paragraph, it is stated that
"implementation of soil Alternative F may affect nine
acres of wetland areas AA3, AA6 and AA7." Note that
implementation of Alternative F may also affect wetland
area AA5 (see Figure 28.)

Pg. 99 Last Paragraph, First Sentence.

In discussing Soil Alternative G, it is stated that "It
is estimated that the soil excavation, off-site disposal,
site restoration, and capping could be completed in nine
months." However, Soil Alternative G - Excavation of All
Soils Above Action Level/Off-Site Disposal) does not
involve capping and is estimated to take 24 months to
complete.

The following discussion supplements Section 4.3 (Pgs. 105-133) of
the FS Report, which compares the ground water alternatives with
respect to the evaluation criteria.

GROUND WATER

Overall Protection of Human Health and Environment: Ground-water
Alternatives B, E, F, G-1 and G-2 would all be protective of human
health by restoring the unconfined aquifer to drinking water
standards. However, Alternative B would create an artificial water
body containing lead concentrations greater than ambient surface
water quality criteria. Therefore, it would not be protective of
the environment compared with the other alternatives. Alternatives
B, E and F would treat water to drinking water standards and
Alternatives G-1 and G-2 would be protective of the environment by
treating ground water to the appropriate ambient surface water
criteria prior to discharge to the on-site streams or the Delaware
River, respectively.

Compliance with Applicable or Relevant and Appropriate
Requirements: All alternatives except Alternative A, No-Action,
would comply with ARARs. Primary ARARs of concern include the Safe
Drinking Water Act, the New Jersey Ground Water Quality Water
Standards and the associated Practical Quantitation Limits, New
Jersey Surface Water Standards, and Federal Ambient Water Quality
Criteria. For Alternative F, the NJ anti-degradation policy
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applies, and would be complied with. For Alternative G-1, all
substantive NJPDES permit requirements would be met. For
Alternative G-2, a NJPDES permit for surface water discharge would
be obtained. ‘

The treatment system included for all alternatives, except
Alterative A, No Action, 1is conceptually designed to achieve
compliance with chemical specific ARARs for the discharge either to
the confined aquifer, the unconfined aquifer, the on-site streans,
or the Delaware River at the estimated costs presented in this
Proposed Plan. However, if upon operation of the treatment system,
it is determined that the selected discharge requirements cannot be
achieved, ARARs may be waived pursuant to the statutory waiver
provisions of Section 121(d) of CERCLA, based on the technical
impracticability of achieving further contaminant reduction.

Long-term Effectiveness and Permanence: All alternatives except for
Alternative A would be designed to treat the ground water to meet
remedial action objectives and permanently reduce the magnitude of
residual risk. Alternatives B and E would have significant,
impacts on ground-water flow patterns in the unconfined aquifer
which may lead to mounding. Mounding could have a negative impact
on existing structures in the vicinity of the site. Alternatives G-
1 and G-2 are preferable to Alternatives B and E in that impacts to
ground-water hydrology are minimal. Alternatives B, E and F would
be designed to treat water to ground-water standards while Alterna-
tives G-1 and G-2 would be designed to treat to surface-water
standards.

Reduction of Toxicity, Mobility or Volume Through Treatment: All
alternatives except Alternative A would permanently reduce the
toxicity, mobility and volume of contamination in the unconfined
aquifer through treatment technologies employed in the remedy. The
treatment technology for each alternative is described under the
Summary of Alternatives section, above.

Short-term Effectiveness: All alternatives, except Alternative A,
No Action, would take approximately the same time to complete
construction and be implemented. Containment of the contaminant
plume may be achieved within approximately 1 to 3 years of
operation for Alternatives B, E, F and G. In general, however,
restoring an aquifer to remedial action objectives may require
treatment and operation in the order of 30 years.

Implementability: Alternative B would be the most difficult to
implement because it requires the acquisition of 10 acres of land
off site to place the infiltration pond. 1In addition Alternatives
B and E may be difficult to implement due to potential for mounding
in the unconfined aquifer due to the high water table and low
transmissivity of the aquifer. Mounding may lead to a negative
impact to existing structures in the vicinity of the site, as well
as the existing on-site landfill. Alternatives B, E, F, G-1 and G-2
would require similar and available treatment technology and can be
constructed on-site. All of these alternatives, except Alternative
G-2 would require a reverse osmosis unit to remove TDS in the
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effluent stream. The reverse osmosis unit requires significant
maintenance to ensure efficiency.

The system for surface discharge associated with Alternative G-1
would be easier to construct and maintain than the reinjection
components of Alternatives E and F, since reinjection systems are
more prone to malfunction due to siltation. For Alternative G-2,
a pipeline would be constructed from the site, approximately 1 1/2
miles to the Delaware River to transport and discharge treated
ground water. The pipeline could be constructed using standard
construction techniques. However, appropriate access agreements
must be obtained prior to construction. The discharge pipe would
also have to cross underneath the rail road tracks and Route 130,
which may require additional access agreements and permits from
state and local government, and private parties. Construction of
such a pipeline in marshy areas and wetlands may be difficult to
implement. Finally, Alternative G-2 may require additional
sampling in order to determine discharge 1limits for each
contaminant under a permit.

Cost: Except for the No Action Alternative, all of the ground-
water alternatives would utilize treatment systems that are similar
in design, and all alternatives are within 20 percent of each other
in costs. The alternatives differ from each other primarily in the
method of discharging treated groundwater and the level of treat-
ment needed to meet established discharge standards. All alterna-
tives which include reverse osmosis in the treatment system
(Alternatives B, E, F, and G-1) require higher operation and
maintenance costs for the same time duration than the alternatives
not requiring such a unit (Alternatives A and G-2).

Pg. 109 Last Paragraph.

For ground water in the vicinity of monitoring wells 11,
BR and SD, where organic contaminants were found, Vapor
Phase Carbon Adsorption may be required along with air
strippers for air pollution control when contaminated
ground water is extracted.

In addition, as described earlier, a RO treatment unit
would likely be required as part of the treatment system
for all groundwater discharge options except for
discharge to the Delaware River (Ground Water Alternative
G-2).

Pg. 114 4.3,2.6 mpleme bj
Second Paragraph.

"New Jersey Groundwater Standards" should be replaced
with "the New Jersey PQL of 10 ppb for lead."

Pg. 127 See modification for Pg. 109 regarding RO.
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Pg 133 Sediment Alternatives Sections 4.4-4.6
=157

The discussion and evaluation regarding stream sediment
alternatives (Alternative A, No Action, and Alternative
B, Excavation) is modified as described in the Executive
Summary section of this Addendum. The alternatives were
modified to encompass the contaminated East Stream and
drainage channel sediments. The West Stream will be
addressed through EPA's Removal Action. Note that site-
related contamination extends from the East and West
Streams through the drainage channel toward the Delaware
River. The following discussion modifies Section 4.4-4.6
in the FS Report with respect to the evaluation criteria
for sediments.

Overall Protection of Human Health and Environment:

Only Alternative B provides adequate protection of human health and
the environment. Human health and environmental risks posed
through each pathway are eliminated by removing the contaminated
media from the environment.

Compliance with 1Applicable or QRelevant and Appropriate
Requirements:

Alternative B could be performed in accordance with ARARs and would
meet remedial action objectives. Sediments contribute to the
contamination of surface water in the streams and drainage channel.
Contamination in surface water is currently above the Federal
Ambient Water Quality Criteria and New Jersey Surface Water
Standards. Alternative B would address the remediation of surface
water contamination through removal of the sediments above the
remedial action objective, which are a source of surface-water
contamination.

Long-term Effectiveness and Permanence

Alternative B would eliminate residual risk. In conjunction with
remediation of surrounding site soils, this alternative would
maintain reliable protection of human health and the environment
after the remedial action objective has been met.

Reduction of Toxicity, Mobility, or Volume Through Treatment:

For Alternative B, reduction of toxicity, mobility and volume
through treatment would depend upon the selected soil alternative
since sediments would be treated, to the degree possible, in the
same manner as the soils. However, through the excavation of
contaminated sediments in the East Stream and drainage channel,
toxicity, mobility and volume of contamination in these water
bodies would be reduced.
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Short-term Effectiveness:

Alternative B would be effective in the short term and would
quickly achieve the remedial action objective. However, normal
water flow would be disrupted during remediation. In addition,
procedures would need to be implemented to minimize the
resuspension and control of contaminated sediment during
remediation.

Implementability:

Alternative B is readily implementable using standard construction
techniques. However, engineering controls would be required to
prevent further contamination while sediments are being excavated.

Cost:

Alternative B is estimated to cost $2,148,200 to remediate the
contaminated East Stream and drainage channel sediments to the
remedial action objective.

Pg. 146 The FS Report assumes that 50 percent of the sediments
north of Route 130 will be classified as hazardous waste
(i.e., will fail the TCLP test). This assumption is
erroneous and has been modified to be consistent with the
soil assumptions (approximately 30 percent will be
hazardous waste). Even this assumption is conservative,
since data shows that sediments north of Route 130 are
generally below 2,000 ppm of 1lead, which was the
approximate concentration above which soils failed the
TCLP test. Therefore, the soils would likely not be
characterized as hazardous waste. A

Section 4.5.2.1. References in the FS Report stating or
implying that the removal of sediments would be
potentially disruptive and may adversely affect ‘stream
populations are hereby removed, as is Dr. Sprenger's
quote from the Draft Ecological Risk Assessment. Dr.
Sprenger's final recommendations, which may be found in
the administrative record, conclude that sediments in
excess of 500 ppm of lead should be removed from the
stream and drainage channel to address ecological risks
posed by these sediments. As stated earlier, engineering
controls would be employed during remediation to minimize
sediment resuspension and disruption to the East Stream
and drainage channel.

Pg. 148 4.5.2.4 Reduct oxjicit objilit v e
ou e e

The statement that "The toxicity, mobility, or volume of
lead in sediments will not.be reduced through treatment
by this alternative (Sediment north of U.S. Route 130
Alternative B - Mechanical Dredging)" is incorrect and
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Pg.

Pg'

Pg.

Pg.

Pg.

Pg.

150

152

153

155-
157

157

157

hereby delated. Toxicity, mobility and volume, of lead
in sediments would be reduced since dredged sediments
would be managed in accordance with the selected soil
remedial alternative

4.5.3 Summary

This section states that remediation of the sediments in
the drainage channel is not justified. This statement is
inaccurate and is hereby removed.

necin it
Second Paragraph.

It is stated that "Soil Alternatives C, E and F increase
the volume of soil to be managed by 50% because of the
addition of binding agents to the soil." It must be
noted that volume increase would only be for the
hazardous (solidified/stabilized) fraction of the soil to
be treated, not all excavated soil. The hazardous
fraction of soil is expected to be approximately one
third of the total volume of soil above the remedial
action objective of 500 ppm of lead.

The first full paragraph, regarding Socil Alternative F,
is hereby removed.

Note that Sediment Alternatives are combined as described
in the Executive Summary section of this Addendum, and
are evaluated according to the evaluation criteria (added
under modifications to pages 134-150 in this Addendum).

Overall Protection of Human Health and the Environment

The statement that "Sediment Alternative A (No Action)
will not be protective of human health, but could be
protective of the environment..." is incorrect and hereby
deleted. Based upon the results of EPA's ecological
assessment, leaving contaminated sediment above the
remedial action objective of 500 ppm of lead would not be
protective of the environment because of risks due to the
exposure of biota and wildlife to lead in this media.

Balancing Criteria

The last sentence is incorrect and is hereby deleted.

The attached modified cost tables for soil and sediment
alternatives in Attachment A replace cost tables for soil
and sediment alternatives in the FS Report. Ground water
alternative cost tables have not been modified. A
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TABLE

discussion of major changes made by EPA to each cost
table is described as follows:

In modifying each table, the following assumptions were
made: As stated above, East Stream sediments and
sediments from the drainage channel north of Route 130
are addressed by Operable Unit One. These sediments
would be treated under the various soil alternatives,
after excavation. The cost of treating these sediments
was not addressed in the FS Report, however, the revised
cost tables reflect the cost of treatment of these
sediments under each soil alternative. 1In revising the
cost tables, the volume of sediments from the drainage
channel north of Route 130 was estimated to be 7,500
cubic yards (cy). The volume of East Stream sediments
was estimated to be 800 cy (400 cy sediments and 400 cy
cement used for dewatering). West Stream sediments are
excluded because removal and remediation of West Stream
sediments will be undertaken by EPA during Phase V of the
Removal Action. Therefore, the total volume of sediments
to be remediated under this alternative is now 8,300 cy.
A swell factor of 10% volume increase was used to account
for the expansion that occurs when soils are loaded into
trucks.

TABLE - 6 SOIL ALTERNATIVE - A
NO ACTION/INSTITUTIONAL CONTROLS

No changes are made except the calculation for present
worth cost. The math was corrected for present worth and
total estimated costs.

TABLE - 8 SOIL ALTERNATIVE - B
EXCAVATION/SOIL WASHING OF ALL SOILS/RETURN TREATED SOILS TO
SITE/DISPOSAL

It is assumed that 70% of so0il and sediments above
remedial action objectives would be remediated by soil
washing, whereas 30% of the soils and sediments would
need further treatment after soil washing by
solidification/stabilization. These estimates would be
refined based on results of the soil washing treatahility
study. For cost estimation purposes, it was assumed that
solidified soil would be transported and disposed of at
an off-site facility. A volume increase of 50% is
assumed after solidification/stabilization. Costs and
soil/sediment volumes have been modified in this table
accordingly.

= 10 SOIL ALTERNATIVE - C
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EXCAVATION/SOLIDIFICATION/STABILIZATION OF ALL SOILS/CONSOLIDATION
ON-SITE :

Under this alternative, all soil and sediment would be
stabilized on-site. A volume increase of 50% is assumed
after solidification/stabilization. It is assumed that
the on-site 1landfill could accommodate up to
approximately 53,700 cy, based on Table-10 of the FS
Report. Excess stabilized soil °(9,300 cy) would be
transported and disposed off-site at a permitted
facility. Costs and soil/sediment volumes have been
modified in this table accordingly.

TABLE - 12 SOIL ALTERNATIVE - D
EXCAVATION/SOIL WASHING OF HAZARDOUS SOIL ON-SITE CONSOLIDATION/
DISPOSAL

It is assumed that 30% of the total volume of soil and
sediment would be hazardous (based on TCLP testing) and

therefore would be treated by soil washing. The
remaining 70% of the soil and sediment would be non-
hazardous and would be 1landfilled on-site. It was

assumed that 70% of the washed soil would be treated to
meet the remedial action objective and would be
backfilled. The remaining 30%, which would consist
mostly of fines, would be solidified/stabilized and
disposed of off-site at an approved facility. A volume
increase of 50% was assumed after solidification/
stabilization. Costs and soil/sediment volumes have been
modified accordingly.

TABLE - 14 SOIL ALTERNATIVE-E
EXCAVATION/ON-SITE SOLIDIFICATION/STABILIZATION OF HAZARDOUS
SOILS/DISPOSAL

It was assumed that 70% the total volume of soil and
sediments is non-hazardous (based on TCLP testing) and
would be landfilled on-site. The hazardous 30% of the
total volume of soil and sediments would be solidified/
stabilized and disposed of off-site. A volume increase
of 50% was assumed after solidification/stabilization.
Costs and soil/sediment volumes have been modified
accordingly.

TABLE - 16 SOIL ALTERNATIVE-F
EXCAVATION/ON-SITE SOLIDIFICATION/STABILIZATION OF HAZARDOUS
SOILS/CONSOLIDATION ON-SITE

It was assumed that 70% the total volume of soil and
sediments is non-hazardous, (based on TCLP testing) and
would be landfilled on-site. The hazardous 30% of the
total volume of soil and sediments would be solidified/
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stabilized and also 1landfilled on-site. A volume
increase of 50% was assumed after solidification/
stabilization. Costs and soil/sediment volumes have been
modified accordingly.

TABLE - 18 SOIL ALTERNATIVE-G
EXCAVATION/OFF~-SITE DISPOSAL

It was assumed that 70% the total volume of soil and
sediments is non-hazardous (based on TCLP testing) and
would be transported and disposed of at an off-site
disposal facility. Of the remaining hazardous 30% of the
total volume of soil and sediments, it was assumed that
50% would be land disposable hazardous waste (not
requiring treatment before disposal) and disposed of at
an appropriate facility. The remaining 50% of hazardous
soils/sediments was assumed to be non-land disposable
would require treatment prior do disposal at an
appropriate facility. Costs and soil/sediment volumes
have been modified accordingly.

TABLE-27 SEDIMENT ALTERNATIVE-A, NO ACTION

Sediment Alternatives for the East Stream and drainage
channel north of Route 130 are hereby combined as one
sediment alternative. Remediation of the West Stream is
excluded from the FS Report because removal and
remediation of West Stream sediments would be undertaken
by EPA during Phase V of the Removal Action. Sediment
volumes and costs have been modified in this table

accordingly. Note that the cost of treating any
excavated sediments is included in the cost of the soil
alternatives.

TABLE - 31 SEDIMENT ALTERNATIVE-B
SEDIMENT EXCAVATION/DREDGING

Sediment Alternatives for the East Stream and drainage
channel north of Route 130 are hereby combined as one
sediment alternative. Remediation of the West Stream is
excluded from the FS Report because the removal and
disposal of West Stream sediments will be undertaken by
EPA during Phase V of the Removal Action. Sediment from
the East Stream and drainage channel north of Route 130
would be treated with excavated, contaminated soils in
accordance with the selected soil alternative. Therefore,
treatment and disposal costs are not included here. The
cost of confirmatory sediment sampling was included for
the East Stream and drainage channel north of Route 130.

{

TABLES - 20, 21, 22, 23, 24, 25 and 26
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Note that the cost for Vapor Phase Carbon Adsorption was
not included with the Volatile Organic Compound (VOC)
treatment system for air pollution control.

FIGURES
Figure 7

Soil sample locations such as 61, 209, 214, 306, which
exceed 500 ppm of lead are missing from this figure.
These may be found in Figure 8 of Remedial Investigation
Report (October 1990).

Figures 23 and 24

These figures should have included all contaminated soil
‘within the factory complex area. The figures have
excluded non-paved areas within the factory area. All
contaminated soils above the remedial action objective
within the factory complex must be remediated along with
site soils above the remedial action objective.

Figures 32.1 and 32.2

"Extent of soil removal" should read "Extent of sediment
removal."

Figures 33, 34, 35 and 36

"Plume Delineation Based on USEPA Action Level of 10 ppb
for Lead" should read "Plume Delineation Based on the New
Jersey Practical Quantitation Level (PQL) of 10 ppb for
lead.”

APPENDIX B

Note that several ground water ARARs have been updated.
These are attached as Attachment E to this Addendum.
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ATTACHMENT A
MODIFIED COST ESTIMATES FOR SOIL AND SEDIMENT ALTERNATIVES

NL INDUSTRIES S8ITE
OPERABLE UNIT ONE
PEDRICKTOWN, NEW JERSEY

JULY 1993
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Table & 6/24/93
NL Industries, Inc. Site
Soil Altemative A -Cost Estimate (1.3)
NO ACTIONANSTITUTIONAL CONTROLS
ltem (2) Quant Units Unit Cost Extended Cost Jotat Cost

DIRECT CAPITAL COSTS
Site Preparation

MobilizatiorvSite Prep. 1.00 Ls $5,000.00 $5,000
Site Work

Clear and Grub 1.00 ACRE $8,000.00 $8.000

Fencing 6,000.00 LF $15.00 $90,000

Subtotal $103,000
TOTAL DIRECT CAPITAL COSTS: $103,000
INDIRECT CAPITAL COSTS

Contingency (25% +/-) $26.000

Engineering (15% +/-) $15,000

Administration (5% +/-) $5,000
TOTAL INDIRECT CAPITAL COSTS: $46,000
TOTAL CAPITAL COSTS $149,000
ANNUAL MAINTENANCE COSTS

Inspections/Maintenance 1.00 LS $2,000.00 $2,000
TOTAL ANNUAL COSTS: $2,000
PRESENT WORTH (30 YR @ 5%): $30,800
TOTAL ESTIMATED REMEDIAL COST: $179,800
Notes:

1. Cost estimate based on R.S. Means 1990 Construction Cost Data, and

O'Brien & Gere Engineers, Inc. professional experience.

2. Line items provided to form budget cost only.

3. The costs in this table were developed based upon
the data currently available and several assumptions
necessary to evaiuate the altematives. Because of
the incomplete nature of this data and the possibility
that actual conditions may vary considerably from
these base assumptions, these costs are not
necessarily indicative of the actual remediation
costs that will be incurred. These costs should only
be used for the comparison of technical altematives.
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Table 8 2453

NL industries, inc. Sits
Soll Altemative B (500 - Cost Estimate (1.2
EXCAVATION/SOIL WASHING OF ALL SOILSRETURN TREATED SOILS TO SITE/DISPOSAL
&sm (3) Quantity Units Unit Cost Extended Cost Total Cost
DIRECT CAPITAL COSTS
She Preperation
Mobiization/She Prep. 1.00 LS $500,000.00 $500,000
Road Relocation 1.00 LS $35,000.00 $35,000
Heaith and Safety Plan 1.00 LS $20,000.00 $20,000
Erosion/Sedimernt/Dust Control 1.00 LS $50,000.00 $50,000
Wooded Ares Access 15.00 ACRE $8,000.00 $120,000
Twatabilty Testing 1.00 LS $150,000.00 $150,000
Subtotal $875,000
She Work
Excavatingd oading (On-She) 28,000.00 cy $15.00 $420,000
ExcavatingA.oading (Ofi-Ske) 1,800.00 cY $15.00 $27,000
Seciiments 8,300.00 cY - -
Truck Haul 42,000.00 CcY $5.00 $210,000
Contirmational Sampiing 33.00 EA $100.00 $3,300
Subtotal $860,300
On-Ske Restoration
TopsolFH 22,000.00 cY $20.00 $440,000
Essthwork 27.00 ACRE $5.,000.00 $135,000
Hydroseed 15.00 ACRE $3,500.00 $52,500
Waellands Vegetation 12.00 ACRE $15,000.00 $180,000
Subtotat $807,500
Oft-Stis Restoration
Topsol Fll 2,450.00 CcY $20.00 $49,000
Earthwork 3.00 - ACRE $5.000.00 $15,000
Waetlands Vegetation 3.00 ACRE $15,000.00 $45,000
Subrotal $108,000
Sol Washing/Disposal
Soll Washing 42,000.00 CY $200.00 $8,400,000
Haul & Backill With Clean Soil 29,500.00 cY $5.00 $147,500
Solidly Fines 12,500.00 cY $100.00 $1,250,000
Haul Solidified Fines ON-Slke 18,750.00 cY $50.00 $937.500
Diaspose Solkillied Fines Off-Ske 18,750.00 cY $100.00 $1,875,000
Bench ScalefFull Scais Demonstration 1.00 LS $100,000.00 $100.000
Subtotal $12,710,000
TOTAL DIRECT CAPITAL COSTS $15,161,800
INDIRECT CAPITAL COSTS
Contingency (25% +/-) $3,790,500
Engineenng (15% +-) $2,274,300
Administration (5% ++) $758,100
Permitting $100,000
TOTAL INDIRECT CAPITAL COSTS $8,922,900
TOTAL CAPITAL COSTS $22,084,700
ANNUAL MAINTENANCE COSTS
Cap Mairtenance 1.00 Ls $5,000.00 $5,000
TOTAL ANNUAL COSTS $5,000
PRESENT WORTH (30 YR @ §%) $77,000
TOTAL ESTIMATED REMEDIAL COST $22,761,700
Notes:
1. Cost estimade in Final Feesibily Study Report prepered by OBrien & 2. The costs in this tabie wers deveioped besed upon the data ntly avaiable and o
) Y 10 ovalusie the allematives. B: of the incompists nature of this data

Gere Enginsers, Inc. were revised by Edasco for quantity chang -
provided by USEPA. No unil pricss ware changed. and the pessibiity that actual conditions may vary considerably from these base assumgptions, thess

costs are not necessarily indicstive of the actusl remediation costs that will be incurred. Theee
costs should only be used for comparison of techn:

3. Line Hlerrs provided o lorm budget cost only.
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Soll Altemative C (500

Tabile 10

NL industriss, inc. Site
- Cont Estimats (1

EXCAVATION'SOUDIFICATIONSTABILIZATION OF ALL SOILS/CONSOLIDATION ON-SITE

) Quarty

DIRECT CAPITAL COSTS

Sse Preparation
Mobikzation/Sile Prep. 1.00
Road Relocason 1.00
Health and Salety Plan 1.00
Erosion'Sediment/Dust Control 1.00
Wooded Area Access 15.00
Treatabiity Testing 1.00
Sublotal

Sie Work
Excavating/Load (On-Site) 28,000.00
Excavating/Load (Off-Sie) 1.800.00
Sediments $,300.00
Truck Haul 42,000.00
Confarnational Sampling 33.00
Subtotal

On-Sile Restoration
Topso/F il 22,000.00
Earthwerk 27.00
Hydroseed 15.00
Wetiands Vegetation 1200
Subtotal

Of-Sie Rewtoration
TopeoilFil 2,450.00
Earthwork 3.00
Wetlands Vegetation 3.00
Subnotal

Sobddication/Disposal
Soll Treatment, On-Site 42,000.00
Volums of Sclidied/Stabized Material 63,000.00
Haul 16 On-Site Consciidation Area §3,700.00
Haul Off Ste Non. Haz. Matt 9,300.00
Dispose Off Site Non. Haz. Matl $,300.00
Sublotal
Surtace Prep/Cap Base Grading 9.500.00
Duwposal Soil Grading 53,700.00
40 mil YLDPE Geomembrane 100,000.00
Drainage Layer (€)) 1,800.00
Roct Zone Sod (24" Layer) 7.500.00
Topsod (6° Layer) 1,800.00
Seed, Fertize, and Mulch 200
Liner System 1.00
Subtotal
TOTAL DIRECT CAPITAL COSTS

INDIRECT CAPITAL COSTS
Contingency (25% +/-}
Engineering (15% +/-)
Adrmrenistration (5% +/-}
Permitting
TOTAL INDIRECT CAPITAL COSTS

TOTAL CAMITAL COSTS

ANNUAL MAINTENANCE COSTS
Cap Mantenance ¢ 1.00
TOTAL ANNUAL COSTS
PRESENT WORTH (20 YR @ §%)

TOTAL ESTIMATED REMEDIAL COST

Notes:
* Only 53,700 CY of trested sod can be piaced in consolidstion pile

due ¢ space li E rrasst be de d off site.

1. Cost ssnmetes = final Feasinvity Suxly Report prepared by O'Brien &
Gere Engineary o were revaed by Ebas2o for quantty changes
prevmsd By USEFA No untt prces were chenged.

087 LY

Units Unit Cost
Ls $200,000.00
s $35,000.00
Ls $20,000.00
Ls $50,000.00

ACRE $8,000.00
LS $50,000.00
cy $15.00
cY $15.00
cY -
cy $5.00
EA $100.00
cY $20.00

ACRE $5,000.00

ACRE $3.500.00

ACRE $15,000.00
cy $20.00

ACRE $5,000.00

ACRE $15,000.00
cy $100.00
cY -
cy $5.00
(4 $50.00
cy $100.00
cy $5.00
cy $5.00
SF $1.00
cy $10.00
cy $16.00
cy $20.00

ACRE $5.000.00
Ls $600,000.00
Ls $5,000.00

Extended Coet

$4,200,000
$268 500

$830,000

$47.500
$288,5600
$100,000
$18,000
$112,500

$10,000
$800,000

$2.277.000
$1,368.200
$455 400
$100,000

Towl Cost

$475,000

$109.000

$1,192,500
$9,107,800

$4,198,000

$13,208,400

$5,000
$77,000

$13,383,400

dable and ;

2 The costs in this table were deveioped based upon the data ntly

Y to oval the

of the &

L

nature of ths data

and the possibility that actual conditions may vary considerably from these base assumptions. these
©0sts are Nt necessarily ingicatve of the actual remediation costs that will be incurred. These

"

costs shouid only be used for rson of tech
3. Line iterns provided (o form budget cost only.
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Rom

DIRECT CAPITAL COSTS

Site Preparation
MobilizatorvSite Prep.
Road Relocation
Heaith and Safety Plan
Erosion/SedimentDust Control
Wooded Area Access
Treatability Testing
Subtotal

Site Work
Excavating/Load (On-Site)
Excavating/Load {Of-Site)
Sediments
Truck Haul
Confirmational Sampiing
Sutotal

On-Site Restoration
Topsoil/Fill
Earthwork
Hydrossed
Wetlands Vegetation
Subtotal

Ofi-Site Restoration
Topso/Fill
Earthwork
Waetlands Vegetation
Subtotal

On-Site Consolidation Pile
Suriace Prep/Cap Base Grading
Disposail Soil Grading
40 mil VLOPE Geomembrane
Drainage Layer (67)
Root Zone Soil (24° Layer)
Topsoil (6° layer)
Seed, Fenilize, and Muich
Liner System
Subtotal

Soil Washing/Disposal
Soil Washing
Haul & Backfill With Clean Soil
Solidify Fines

Hﬁul §3lidiﬁ tabilized Fines Off-Site
-Non

Dﬁm Soligified/Stabilized Fines Off-Site
Bench Scale/Full Scale Demonstration

Subtotal

TOTAL DIRECT CAPITAL COSTS

INDIRECT CAPITAL COSTS
Contingency (25% +/-)
Engineering (15% +/-)
Administration (5% +-)
Permitting

TOTAL INDIRECT CAPITAL COSTS

TOTAL CAPITAL COSTS

ANNUAL MAINTENANCE COSTS

Cap Maintenance
TOTAL ANNUAL COSTS

PRESENT WORTH (30 YR @ 8%)
TOTAL ESTIMATED REMEDIAL COST

Nowa:

EXCAVATION/'SOIL WASHING

Table 12

. NL Industries, inc. Site
Solt Atemative D (500 ppm) - Cost Estimate (1,2)

1.00
1.00
1.00

7.400.00
29,500.00
79,000.00

1,400.00

§,800.00

1,400.00

1.80
1.00

12,500.00
8,750.00
3,750.00
5,625.00

5,625.00
1.00

1.00

1. Cost sstimates in Final Feasibiity Study Report prepared by

OBrien & Gere Engineers, inc. were revised by Ebasco for

quality changes provided by USEPA. No unit pricss were changed.

WO’ LYN

OF HAZARDOUS SOIL/ON-SITE CONSOUDATION/DISPOSAL
Quantity

Units Unit Cost Extended Cost
s $500,000.00 $500,000
Ls $35,000.00 $35,000
Ls $20,000.00 $20,000
LS $50,000.00 $50,000
ACRE $8,000.00 $120,000
LS $150,000.00 $150,000
cy $15.00 $420,000
CcY $15.00 $27,000
cY - .
cY $5.00 $210,000
EA $100.00 $3.300
cYy $20.00 $440,000
ACRE $5,000.00 $135,000
ACRE $3,500.00 $52,500
ACRE $15,000.00 $180,000
cYy $20.00 $48,000
ACRE $5.000.00 $15,000
ACRE $15,000.00 $45,000
cyY $5.00 $37,000
cY $5.00 $147,500
SF $1.00 $79,000
(%24 $10.00 $14,000
cY $15.00 $87,000
cY $20.00 $28,000
ACRE $5,000.00 $9,000
LS $550,000.00 $550,000
cY $200.00 $2,500,000
cY $5.00 $43,750
cyY $100.00 $375,000
cY $50.00 $281,250
cY $100.00 $562,500
LS $100,000.00 $100,000
$1,816,500
$1,089,900
$363,300
$100,000
LS $5,000.00 $5,000

2. The costs in this table were developed

Total Cost

$875,000

$660.300

$807,500

$109.,000

$951,500

$3,862,500
$7,265,800

$3,369,700
$10,635,500

$5,000
$77,000
$10,712,500

based upon the data currently available and
. o of the i

Lo

Y o evall the ak

nature of this deta and the possibility that sctual conditions may vary considerably from
costs that wil be incured. These costs shouid only be used for companson of technical

shemstives.

3. Line terms phovided 1o form budget cost only.
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Tabie 14

NL industries, Inc. Site

Soil Atemative E (500

- Cost Estimate (1

EXCAVATION/ON-SITE SOLIDIFICATION/STABILIZATION OF HAZARDOUS SOILS/DISPOSAL

Rem (3)
DIRECT CAPITAL COSTS
Site Preparation
MobilizatiorvSite Prep.
Road Relocation
Heaith and Safety Plan
Erosior/SedimentDust Control
Wooded Area Access
Treatabifity Testng
Subtotal
Site Work
Excavating/Load (On-Site)
Excavating/Load (Off-Site)
Sediments
Truck Haul
Confirmational Sampiing
Subtotal
On-Site Restoration
Topsoil/Fil
Earthwork
Hydroseed
Watlands Vegetation
Subtotal
Ofi-Site Restoration
Topsoil/Fill
Earthwork
Watlands Vegetation
Subtotal
On-Site Consolidation Pile
Suriace Prep/Cap Base Grading
Disposal Soll Grading (*)
40 MIL VLDPE Geomembrans
Drainage Layer (67)
Root Zone Soil (24" Layer)
Topsad 6°
Seed Fertilize & Muich
Liner System
Subtotal
SolidificatiornVDisposal
Soil Treatment
Haul Oftsite, Treated Soit
Dispose Oftsite, Treated Sol
Subtoral

TOTAL DIRECT CAPITAL COSTS

INDIRECT CAPITAL COSTS
Contingency (25% +/-)
Engineering (15% +/-)
Administration (5% +~)
Permitting

TOTAL INDIRECT CAPITAL COSTS

TOTAL CAPITAL COSTS

ANNUAL MAINTENANCE COSTS

Cap Maintenance
TOTAL ANNUAL CCSTS

PRESENT WORTH (30 YR @ 5%)
TOTAL ESTIMATED REMEDIAL COST

Note:

Quanthty

1.00
1.00
1.00
1.00
15.00
1.00

28,000.00
1,800.00
8,300.00

42,000.00

33.00

22,000.00

15.00
12.00

2,450.00
3.00
3.00

7.,400.00
29,500.00
79,000.00

1,400.00

§,800.00

1,400.00

180
1.00

12,500.00
18,750.00
18,750.00

1.00

1. Cost estimates in Final Feasbility Study report prepared by O Brien & Gere

et pross were changed.

WRs LYN

9t . inc. were reveed by Ebasoo for quantity chanpes provided by USEPA. No

Units

Unit Cost  Extended Cost

cy
ACRE
ACRE
ACRE

cY
ACRE
ACRE

ACRE

$200,000.00
$35,000.00
$20,000.00
$50,000.00
$8,000.00
$50,000.00

$15.00
$15.00

$5.00
$100.00

$20.00
$5,000.00
$3,500.00
$15,000.00

$20.00
$5,000.00
$15,000.00

$5.00

$5.00

$1.00
$10.00
$15.00
$20.00
$5,000.00
$550,000.00

$100.00
$50.00
$100.00

$200,000
$35,000
$20,000
$50,000
$120,000
$50,000

$420,000
$27,000

$210,000
$3,300

$440,000
$135,000

$52,500
$180,000

$49,000
$15,000
$45,000

$37,000
$147,500
$79,000
$14,000
$87.000
$28.000
$9,000
$550,000

$1,250,000
$937,000
$1,875,000

$1,768,300
$1,080,000
$353,300
$100.000

Total Cost

$475,000

$660,300

$807.500

$109,000

$951,500

$4,062,000
$7,065,300

$3,279,600
$10,344,900

35,000
$77,000
$10,421,900

2 The costs in this table wers developed based upon the data currently availsble and several
and the possiblity that actual conditions may vary considerably from these base sssumptions,
these costs are not necessanly indicative of the actual remedistion costs that will be ncurred.

7huomohet'~uwhuodhv

won of tech

3. Line tems provided 1o form budget cost only.
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Tabie 18
NL Industries, inc. Site

Soli Alternative F (500 ppm) - Cost Estimate (1,2)
EXCAVATION/ON-SITE SOLIDIFICATION'STABILIZATION OF HAZARDOUS SOILS/CONSOLIDATION ON-SITE

Rem (3) - Quantity Units Unit Cost  Extended Cost Total Cost
DIRECT CAPITAL COSTS
Site Preparation
MobilizatiorySite Prep. 1.00 LS $200,000.00 $200,000
Road Relocation 1.00 Ls $35,000.00 $35,000
Health and Safety Plan 1.00 LS $20,000.00 $20,000
Erosion/SedimentDust Control 1.00 Ls $50,000.00 $50,000
Wooded Area Access 15.00 ACRE $8,000.00 $120,000
Treatability Testing 1.00 LS $50,000.00 $50,000
Subtotal $475,000
Site Work
Excavating/Load (On-Site) 28,000.00 cYy $15.00 $420,000
Excavating/Load (Ot-Site) 1,800.00 cYy $15.00 $27,000
Sedimants 8,300.00 (%4 - -
Truck Haud 42,000.00 cy $5.00 $210,000
Confirmational Sampling 33.00 EA $100.00 $3,300
Subtotal $660,300
On-Site Restoration
Topsoil/Fil 22,000.00 (% 4 $20.00 $440,000
Earthwork 27.00 ACRE $5,000.00 $135,000
Hydroseed 15.00 ACRE $3,500.00 $52,500
Watlands Vegetation 12.00 ACRE $15,000.00 $180,000
Subiotal $807,500
Off-Site Restworation
Topsoi/Fil 2,450.00 cY $20.00 $49,000
Earthwork 3.00 ACRE $5,000.00 $15,000
Watiands Vegetation 3.00 ACRE $15,000.00 $45,000
Subtotal $108,000
On-Site Consalidation Pile
Surface Prep/Cap Base Grading 7.400.00 (%) 4 $5.00 $37,000
Disposal Sol Grading 29,500.00 cY $5.00 $147,500
40 mil VLDOPE Geomembrane 79,000.00 SF $1.00 $79,000
Drainage Layer (67) 1,400.00 cY $10.00 $14,000
Root Zone Soil (24" Layer) 5.800.00 cYy $15.00 $87,000
Topsoit (6° layer) 1,400.00 cYy $20.00 $28,000
Seed, Fertilize, and Muich 1.80 ACRE $5,000.00 $9,000
Liner System 1.00 Ls $550,000.00 $550,000
Subtotal $951,500
On-Site Solidificatiorn/Consolidation
Soil Treatment 12,500.00 (% 4 $100.00 $1,250,000
Haut On-Site 18,750.00 cYy $5.00 $83,750
Subtotal $1,343,750
TOTAL DIRECT CAPITAL COSTS $4,347,050
INDIRECT CAPITAL COSTS
Contingency (25% +-) $1,086,800
Engineering (15% +/-) $652,100
Administration (5% +-) $217,400
Permiting $100,000
TOTAL INODIRECT CAPITAL COSTS $2,056,300
TOTAL CAPITAL COSTS $8,403,350
ANNUAL MAINTENANCE COSTS
Cap Mainisnance 1.00 Ls $5,000.00 $5,000
TOTAL ANNUAL COSTS $8,000
PRESENT WORTH (30 YR @ §%) $77,000
TOTAL ESTIMATED REMEDIAL COST $8,480,350
[
1. Cont estimsies in Final Feashiity Study Report prepared by OBrien & Gere 2 The costs in the table wers develcped based upon the data ntly avalable and |
Engineers, inc were revised by Ebasco for quantity changes provided by USEPA. ’ y to svaluate the slematives. B ol the incomplets nature of ths

No unit pecss wers changed.

dats snd the possibility that sctusi conditions may vary considerably from these buse
assumptions, these costs are not necsssarily indicative of the actual remediation costs that

will be incurred. These costs should only be used for compal of techncal ait
3. Line sems provided 1o form budget cost only. -
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Table 13

NL industries, Inc. Site

Soll Atemative G (500 ppm) - Cost Estimate (1

Rem (3)
DIRECT CAPITAL COSTS
Site Preparation
MobilizatiorvSite Prep.
Health and Safety Plan
Erosion/Sediment/Dust Control
Wooded Area Access
Subtwotal
Site Work
Excavating/Load (On-Site)
Excavating/Load (Off-Site)
Sediments
Haut Off-Site, Non-Haz. Waste
Dispose Oft-Site Non-Haz. Waste
Haul Qtf-Site, Haz. Waste
Treat & Dispose Ott-Site Non-Land Disposable Haz. Wasie
Dispose Off-Site Land Disposable Haz. Waste
Cornfirmational Sampling
Subtotal
On-Site Restoration
TopsoilFil
Earthwork
Hydroseed
Wetlands Vegetation
Sublotal
Off-Site Restoration
Topsol/Fil
Earthwork
Wetlands Vegetation
Subtotal
TOTAL DIRECT CAPITAL COSTS

INDIRECT CAPITAL COSTS
Contingency (25% +/-)
Engineernng (15% +/-)
Administration (5% +/-)
TOTAL INDIRECT CAPITAL COSTS

TOTAL ESTIMATED REMEDIAL COST

Notes:

1. Cost estimates in Final Feasibility Study Repon prepared by O'Brien & Gere
Engineers, Inc. wers revised by Ebasco for quantity changes provided by

USEPA. No unit pricas were changed.

ST LYN

EXCAVATION/OFF-SITE DISPOSAL

Quantity Units Unh Cost Extended Cost Tota! Cost
1.00 Ls $150,000.00 $150,000
1.00 Ls $20,000.00 $20,000
1.00 Ls $30,000.00 $30,000
15.00 ACRE $8,000.00 $120,000
$320,000
28,000.00 CcYy $15.00 $420,000
1,800.00 cYy $15.00 $27.000
8,300.00 cY - -
29,500.00 cY $50.00 $1,475,000
29,500.00 cY $100.00 $2,950,000
12,500.00 cYy $50.00 $625,000
6,250.00 cY $385.00 $2,406,250
6,250.00 CcYy $285.00 $1,781,250
33.00 EA $100.00 $3,300
$9.687.800
22,000.00 (" 4 $20.00 $440,000
27.00 ACRE $5,000.00 $135,000
15.00 ACRE $3,500.00 $52,500
12.00 ACRE $15,000.00 $180,000
$807,500
2,450.00 cY $20.00 $49,000
3.00 ACRE $5,000.00 $15,000
3.00 ACRE $15,000.00 $45,000
$108,000
$10,824,300
$2,731,100
$1,638,600
$546,200
$4,915,900
$15,840,200

2. The costs in the table were developed based upon the data currently
available and several assumptions necsssary 10 svaluate the altematives.
Because of the incompiete nature of this data and the possibility that actual

conditions may vary considerably from these base assumptions, thess costs
are not necessarily indicative of the actual remediation costs that will be
" incurred. Thesse costs should only be used for comparison of techincal

altematives.

3. Line items provided 1 form budget cost only.
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Table 27
NL industries, Inc. Site

Sediment Alternative A - Cost Estimate (1,2}

NO ACTION

ltem (3) Quantity Units

ANNUAL OPERATING AND MAINTENANCE COSTS

Surface Water Monitoring Program
Mobilization 1.00 LS
Sampling Equipment 1.00 LS
Sampler 24.00 Manhours
Shipping 2.00 EA
Analysis 10.00 Samples
Analysis (QAXQC) 2.00 Samples
Report 60.00 Manhours
Subtotal (Semi-Annual Cost)

Arnusal Cost

TOTAL ANNUAL O&M

PRESENT WORTH (30 YR @ 5%)

TOTAL ESTIMATED REMEDIAL COST

Notes:

1. Cost estimate in Final Feasibility Study Report prepared by O'Brien &
Gere Engineers, Inc. were revised by Ebasco for quantity changes provided.

by EPA. No unit prices were changed.

2. The costs in this table were developed based upon the data currenty available
and several assumptions necessary to evaluate the altematives. Because
of the incomplete nature of this data and the possibility that actual
conditions may vary considerably from these base assumptions, these costs
are not necessarily indicative of the actual remediation costs that will
be incurred. These costs shouid only be used for comparison of

technical alternatives.
3. Line items provided to form budget estimate only.

WET LY

Unit Cost

$500
$150
$50
$70
$100
$100
$60

Extanded Cost

$150
$1,200
$140
$1,000
$200
$3,600
$6,790

Total Cost

$13,580

$13,580
$209,000

$209,000
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hem (3)

DIRECT CAPITAL COSTS

Site Preparation
MobilizatiorvSite Prep.
Heaith and Satety Plan
ErosionvSediment Control
Clear and Grub Access
Subtotal

Esst Sveam

Diversion
Access Grading
Access Reinforcement
Diversion Excavation
Cotferdams
Subwotal

Sediment Removal (East Stream)
Cement Solidification
Solidified Sediment Removal
Solidified Sediment Hauling
Confirmational Sampling
Subtotal

Maechanical Dredging (North of US 130)
Dredging
Dewatering
Subtotal

Dredged Soil Disposal
Loading
Haui to the Site Area
Confirmational Sampling
Subtotal

Restoration
Stream FL Replacment Soil
Backfill Stream Flowline
Bacidill Diversion
Vegetation
Subrotal
TOTAL DIRECT CAPITAL COSTS

INDIRECT CAPITAL COSTS
Contingency (25% +/-)
Engineering (15% +-)
Administration (5% +-)
TOTAL INDIRECT CAPITAL COSTS

TOTAL ESTIMATED REMEDIAL COST

Notes:

Table 31

NL industries, inc. Site

Sediment Ahternative B (500

- Cost Estimate (1,2

SEDIMENT EXCAVATION/DREDGING

9,000.00
1,500.00
1,200.00

6.00

400.00
800.00
800.00

40.00

7,500.00
1.00

7,500.00
7.500.00
40.00

1,900.00
1.900.00
1,200.00

5.00

Units Unit Cost
LS $150,000.00
Ls $20,000.00
LS $75,000.00

ACRE $8,000.00
sy $2.00
LF $60.00
cYy $10.00
EA $500.00
CcY $25.00
cy $50.00
cYy $10.00
EA $100.00
cY $80.00
Ls $10,000.00

cy $15.00
cYy $20.00
EA $100.00
cY $15.00
cYy $5.00
cY $5.00
ACRE $15,000.00

Extended Cost

$150,000
$20,000
$75,000
$56.000

$18,000

$12,000.00
3,000.00

$10,000.00
$40,000.00
$8,000.00
$4,000.00

$600.000
$10,000

$112,500
$150,000
$4000.00

$28,500
$9,500
$6,000
$75,000

$370.400

$74,100

6/24/93

Total Cost

$301,000

$123,000

$62,000

$610,000

$266,500

$119,000
$1,481,500

$666,700

$2,148,200

1. Cost estimates in Final Feasbility Study Report prepared by O'Brien 2. The costs in the table were developed basaed upon the data currently
available and several assumptions necessary to evaluate the aitematives.

& Gere Engineers, Inc. were revised by Ebasco for quantity changes

provided by EPA. No unit prices were changed.

" Lyn

Because of the incompilete nature of this data and the possibility that actual
conditions may vary considerably from these base assumptions, thess costs
are not necessarily indicative of the actual remadiation costs that will be

incurred. These costs should only be used for comparison of techincal

sitematives.

3. Line items provided to form budget cost only.
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1) 22-Jun-93
© BL INOUSTRIES INC 11:07 AR
T el T “
< FILE:EPA_CORP - COST COMPARISON ] ¢ ) 4 4 61 SE0!
T =" - L ST 1T TS BT BT TY BT TT BTt -
o- DESCRIPTION PRICE : PRICE ¢ PRICE ! PRICE ! PRICE ! PRICE : OPRICE ¢
o ! : : : H H
57 10TAL EST.REREDIAL COST - 122,141,000 113,383,300 10,712,400 110,422,400 16,480,200 15,860,200 2,142,400 ¢
T ! H H : H : :
..T- SITE pREP H : H H : : !
= AONTLIZATION/STTE PREP 300,000 : 200,000 : 300,000 : 200,800 : 200,000 : 150,000 : 150.000 :
o 2040 2ELOCATION 35,000 1 35,000 5 35,000 ; 35,000 ; 35,000 ¢ 0! [
N NEALTS & SAFETY PLAN 20,000 1 20,000 ! _20.000 ! 20,000 :__20,000 ® _ 20,000 ! 20.000 ' _
T EROSION/SEDIMENT/DUST coxTROL 77 80,000 & 50.000 ¢+ 50,000 ! 0,000 : 50,000 : 30,000 : 75,000 :
o= WOODED AREA ACCESS $.000 ¢ 5,000 ¢ 8,000 ! $.000 : 8,000 ! 3,000 ! 3,000
by TREATABILY TESTING 150,000 ; 50,000 : 150,000 !  $0,000 : %0.000 : 0L 8y
. H : ; : : : :
o~ SITE voeg : : : H H : H
by EXCAVATING/LOADING [ON-SITE) B°+/- 15.00 © 15.00 ! §5.00 | 15.00 ¢ 15.00 15.00 ! L
o T T TEXCAYATING/LOADING [OFF-SITE)™S™4/< isT00 T 135,00 " 1570077 18,0077 18007 15,0070 T !
o= SEDIRENTATION H H H : H : H
= TRUCK MAULISWELL FACTOR=108) 5.00 ! 5,00 ! $.00: %00 8.0 1 I
- NAUL OFF SITE NOW NAZ WASTE — 50,00 ! B 30.00 T s0.00 . B $0.00 ° :
0. BAUL OFF STTE MAZ WASTE ! : : H : $0.00 : :
= DISPOSE OFF SITE NON NAZ VASTE 100.00 ! P _100.00 : 100,80 ¢ i 100.00 ¢ R
e OISPOSE OFF SITE LAND DISP MAZ UASTE™ — ~ T T T Ty T ass.00 ¢ :
o- TR, TO0ISP OFF SITE WOW LAND DISP NAZ WASTE H : : H ¢ 388.00 ¢ :
= CONFIRRATIONAL SANPLING 100.00 }  100.00 !  100.00 :  100.00 ! 100.00 :  100.00 :  100.00 !
- = . ; J : K : : %
. [l L . v 1 .« .
~n ON-SITE RESTORATION : : : : : : :
- TOPSOIL/FILL 6127 ACRES Der 20.00 : 20.00 ¢ 20.00 20,00 ¢ 20,00 : 20.00 ; :
- EARTARORK aceg: 5,000 : $.000 ¢ $.000 ¢ 5,000 ¢ 5,000 ! 5.000 : :
—~ NYDROSEED IACRE: 3,500 3 3,500 ¢ 3,500 ¢ 3,500 :  3.500 @ 3,500 : :
WETLANDS YESETATION CACRE! 15,000 : 15,000 © 15,000 :  15.000 : 15,000 : 15,000 : 15.00C
. \ . . . . , .
o OFF-SITE RESTORATION I H : ! : : :
TOPSOIL/FILL 623 ACRES HE 3 BN 20.00 ; 20,00 ¢ 0.00 : 20.00 | 20.00 : :
- TARTHUORK LACRE! 5,000 : 5,000 ! 5,000 : $,000 ! 5,000 : H
o WETLABDS VEGETATION TACRE: 15,000 ¢ 15.000 ! 15,000 : 15,000 ¢ 15,000 : H
- 1 1) 1] + 1) 1 . [l
- I H : ! H :
= TTTTTTem SITE CONSOLIDATION PILE T - Ty T : TTTYT T T T
v N SURFACE PREP/CAP SASE GRADING ier : 5.00 ! 5.00 : $.00 ! 5.00
- DISPOSAL SOIL GRADING (WOT TREATED) Ler : 5.00 ! $.00 @ .00 ! 5.00 ¢ :
- 40 MIL YLDPE GEORENBRANE BT H 1.00 ! 1.00 @ 1.00 ¢ 1.00 ¢ :
o BRAINAGE LATER (4°) rer : 10.00 ¢ 10.00 ¢ 10.00 :  10.00 : H
- B0OT Z0ME SOIL (24°LAVER) rer! : 1500 ¢ 18,00 : 15,00 :  15.00 : :
ST teesenL 4t 0 OY TN 2009070 TTT 20,00 7T 20,00 T 20,00 17 T T -
o- SEED FERTILIZE & BULCM TACRE! i 5000.00 @ $000.00 : 3000.00 : 5000.00 :
bou LINER SYSTER s P 600,000 ! 550,000 50,000 : 550,000 @ :
= T T T H H T ! N
9= SOIL WASNING/DISPOSAL L } H H : H : :
- SOIL WASHING feY i 200.00 ¢ ! 200.00 ! H ! : . o
= THAUU b BACKFILL W/CLEAN SOIL™— —— T 3007 H §.00 T S S -
9° SOLIDIFY PINES Y ! 100.00 @ {100,900 ! : : H :
- BENCH SCALE TREATAGILITY PROGRAM $LS D 100,000 ¢ t 100,000 ! R [ H :
O_
(%
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({1} 22+Jun-93
e NL INOUSTRIES INC 11:07 AR
o 112 DY VETTIT - ST T o - . -
o= FILEzEPa_CONP €OST CONPARISOR ] ¢ ° 4 ¢ 61 SEDS
. Tt i TumIT: ComiT L omIT o i uMIr o P ueIT 4 usIT ¢ veIt o ¢ umIT i o/ T . T T
'T- pESCRIPTION Y PRICE : PRICE ! PRICE 3 pRlcE i PRICE :  eeice : PelcE !
ol ! ! ! : ! : :
BT ea site racov pess. . 1 | T HE H : H ' : : T T
DT’ HE : H : : H ! :
s SELIDIFICATION & DISPOSAL I ' ! H 2 s . e o
ST YOI TREATAENT ON SITE HE T 100.90 : T 100.00 : 100.00 ° - ' -
o_ MAUL TO SITE CONSOL.AREA . H 5.00 ¢ H H 5.00 ! : :
ey P : H : ! : ! :
r: BAST sTREAR T T T T T o T I T T T T T . ) )
07 dIVERSION [ H H ! ' ! H H
3 ACCESS GRADING A H H : ! ! N X I
el ACCESS REINFORCEMENT I B : ' : ' T $0.00 ¢
= DIVERSION EXCAVATION HE 3K : : H : : D10.00 ¢
™ COFFERDARS L : ! ' o : {$00.00 !
7% HE T T H : : : ] - - - -
o:? SEDIRENT REMOVAL Loyl H H H ! ! : H
=t CEMERT SOLIDIFTCATION Ler s : H ! ot sl _ _
T SOLIFIED SEDIMENT REROVAL HEXEE ; : ; : H 177 50,00 N - -
SOLIFIED SEDIMENT MAwLING oN SITE LER : ! : : : T 10.00 !
RESTORATION T T T T — b T T T - T T
o;; STREAR £ L REPLACESENT SOIL Lev H H : : : :o1s.00
4 BACKFILL STREAM FLOVLINE Lev ! : H H ! : : 5.00 ;
T T MTYFITLDIVERSTON HE4 T : ¥ B B ST sl T T T T -~ T
- VEGETATION TACRE! ! ! : ! H T 15,000 ¢
~— ) NORTX OF RTE 130 : H o ! H : H ; !
3 RECHARICAL DREDGING Der : : : : : ;o0
BEUATERING HES I : : : : ; oo1c.000
5. aREDGE SOIL :sPosas Do : : : ; : : :
S Lo tev: : o : o ; L 18,00 ¢
= WAUL 10 ON SITE AREM serd T T : : : : P00
3= HE : : : : : : :
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ATTACHMENT B
SUMMARY RISBK TABLES (EXCLUDING LEAD)

NL INDUSTRIES SITE
OPERABLE UNIT ONE
PEDRICKTOWN, NEW JERSEY

JULY 1993
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NLI 002 0415
NL Industries: Risk Summary Tables

Carcinogenic Risk

P A T H W A Y
Receptor Soil Soil Air Ground Ground | Ground
Ingestion | Dermal | (Inhal.) | Water Water Water
Ingestion | Dermal Inhalation
| |
Future
Off-site Ca 8E-7 9E-8 S5E-4 9E-6 3E-4
Child HI 2.4E-3 4.1E-3 15.78 0.35 0.09 -
Off-site Ca 1E-6 2E-7 2B-3 8E-5 1E-3
Adult HI 2E-3 2E-3 11 4E-1 1.0
Off-site Ca 9E~7 2E-7 9E-4
Worker HI 2E-3 4E-] 3.81
On-site Ca 9E-6 2E-6 7E-6 1E-3 2E-S 6E~-4
Child HI 1.3 4.7 17.32 0.49 0.10
On-site Ca 2E-6 3E-7 SE-6 2E-3 8E-5 1E-3
Adult HI 0.05 0.16 10.0 0.40 0.50
On~-site Ca 2E-6 3E-7 3E-6
Worker HI 0.05 0.16

*A blank box indicates that this exposure pathway was not complete, and therefore, not
calculated.



NL Industries: Risk Summary Tables

Carcinogenic Risk

Current

_ ) A T H W A
Receptor Soil Soil Air Ground Ground Ground
Ingestion | Dermal | (Inhal.) | Water Water Water
Ingestion | Dermal Inhalation

Off-site
child

Ooff-site
Adult

Off-site

Worker




ATTACHMENT C
S80IL WABHING COST PER CUBIC YARD

NL INDUSTRIES S8ITE
OPERABLE UNIT ONE
PEDRICKTOWN, NEW JERSEY

JULY 1993
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Cost (3/CY)

$.210
$200

4190

$180
$170
$160
$150
$140
$130
$120
$110
$100
$30
$80
$70
$60
$50
$40
$30
$20
$10
$0

Fig. 1 Soil Washing Costs per CY L e
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(3  excavalion included

¢ excavation excluded



ATTACHMENT D
CHEMICAL SPECIFIC STREAM DISCHARGE CRITERIA

NI, INDUSTRIES SITE
OPERABLE UNIT ONE
PEDRICKTOWN, NEW JERSEY

JULY 1993
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CHEMICAL-SPECIFIC STREAM
DISCHARGE CRITERIA
Maximum Freshwater
Coac. Stream
Detected Discharge
Compound in Qass
Ground FwW-2>
Water (ug/D
(2]
Criterion Criterion 1E-06 1E-06
Maximum Contin. Human Human
Conc.! Conc.$ Heaith Health
Riskc Riskc
Organisms | Organisms
& Water Only
Volatile Organics
Acetone 14
Bis(2- 13 18 5.9%
ethylhexyl)phthalate
Chloroform 7 5.7 470
1,2-Dibromomethane 2
1,1-Dichloroethane 74
1,1-Dichioroethene 210 0.057F 3240
1,2-Dichloropropane 05
Ethylbenzene 0.6 3,100~ 29,000
Naphthalene 23 2,300 620
N-Nitroso-di-n- 1
propylamine
Tetrachlorocthene 210 08¢ 8.85¢
Toluene 18 6,800* 200,000*
1,1,1-Trichloroethane | 4,700 3,100° 170,000°
1,35 08
Trimethylbenzene
124 27
Trimethylebenzme
Vinyt chloride 7 z 525¢
Xyleaes (total) 56 10,0000

IN

200



CHEMICAL-SPECTFIC STREAM

DISCHARGE CRITERIA
Maximum Freshwater
Conc. Stream
Detected Discharge
Compound in Class
Ground FW-2
Water g/
(ue/)
Criterion Criterion 1E-06 1B-06
Maximum Contin. Human Human
Conc.! Conc.$ Health Health
Risk: Risk:
Organisms | Organisms
& Water Only
Inorganic Compounds
Antimony 122 14* 4300*
Arsenic 18,200 3607 190 0.18*% 0.14%¢
Beryllium 156 00767 0.131°
Cadmium 1,010 39 1.1 n n
Chloride ) 50,000
Chromium Ja 340 162 1= n n
Copper J4,680 18%% 122
Lead 6,290 g2 = 32 50
Mercury 0.6 24® 0.12@ 0.14
Nickel 2,480 1,400 160°= 610
Sitver 37 4.1
Sulfate 25x10° 250,000° | 250,000°
Thallium 3 1. 63*
Zinc 9,690 120 11002 —

200 [y
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Note:

The following conventional parameter limits must also be considered:

Maximum Detected Maximum Detected

Parameter In Ground Water In Sarface Water Limit Rationale
BOD - - 25 ppm NJAC 7:9-5.1.
COoD _ _ 31 ppm Assume BOD:COD matio is 0.8.
TDS - — 95 ppm 133% of natural background concentration. NJAC 7:94.
pH - - 6585 NJAC 7:94.
TSS - - 40 ppm NJAC 7:94.
Whole effluent - - L. =100 No observed effects using 100% cffluent. NJAC 7:9-4.
toxicity

Treatability testing will determine the ability of a treatment system to meet these limits.

From the Federal Register/ Vol. 57, No. 246/ December 22, 1992/ 60912-60922

* Criteria revised to reflect current ageacy RID, as contained in IRIS.

The criteria refers to the inorganic form only.
“Criteria matrix based upon carcinogenaity of (10 E-06).
“Freshwater aquatic criteria expressed as a function of total hardness. Assumes hardness of 100 (mg/1) and water effects ration of 1.0,

™Criteria expressed as a function of the water effects ratio as defined in 40 CFR 131.36(c).

"EPA is not promulgating human health criteria for this contaminant. Permit authoritics should address this contaminant in NJPDES permit.
“New Jersey Water Quality Standards NJAC 7:94.1.

PFederal Ambient Water Quality Criteria.
SFederal Maximum Contaminant Level.

— Value not available.
ND = Not Detected

1N

200




ATTACHMENT E
POTENTIAL LANDFILL CONFIGURATIONS

NL INDUSTRIES S8ITE
OPERABLE UNIT ONE
PEDRICKTOWN, NEW JERSEY

JULY 1993
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ATTACHMENT F
GROUND WATER ARARS

NL INDUSTRIES SITE
OPERABLE UNIT ONE
PEDRICKTOWN, NEW JERBEY

JULY 1993
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NL INDUSTRIES SBITE
GROUND WATER ARARS

(ppb)
NJIGWQS' PQL? McL?
HAZARDOUS CONTAMINANT
Acetone 700 NA -
Bis-(2-ethylhexyl)phthalate 3 30 -
Chloroform 6 1 -
1,2-Dibromomethane - - -
1,1-Dichloroethane 70 - -
1,1-Dichloroethylene 1 2 7
1,2-Dichloropropane 0.5 1 5
Ethylbenzene 700 5 700
Naphthalene - - -
N-Nitroso-di-n-propylamine 0.005 20 -
Tetrachloroethylene 0.4 1 5
Toluene 1,000 5 1,000
1,1,1-Trichlorocethane 30 i 200
1,2,4-Trimethylbenzene - - -
1,3,5-Trimethylbenzene - - -
Vinyl Chloride 0.08 5 2
Xylene(s) (total) 40 2 10,000
o- Na 1 -
m&p-= NA 2 -
METALS (ppm) '
Antimony 2 20 6
Arsenic (total) 0.02 8 50
Beryllium 0.008 20 4
Cadmium 4 2 5
Chromium (total) 100 10 100
Copper 1,000 1,000 -
Cyanide 200 40 200
Lead (total) - 5 10 -
Mercury (total) 2 0.5 2
Nickel (soluble salts) 100 10 100
Selenium (total) 50 10 50
Silver NA 2 -
Thallium 0.5 10 2
Zinc 5,000 30 -

TNew Jersey Ground Water Quality Standards (NJGWQS) (N.J.A.C. 7:9-6) are expressed in parts per billion (ppb).

2 The Practical Quantitation Levels (PQLs) are expressed in ppb. In accordance with N.J.A.C. 7:9-6.9(c), where a constituent

standard (the criterion adjusted by the antidegredation policy and applicable criteria exemptions) is of a lower concentration
than the relevant PQL, The Department shall not (in the context of an applicable reguiatory program) consider the discharge to
be causing a contravention of that constituent standard so long as the concentration of the constituent in the affected ground

water is less than the relevant PQL.

IFederal Maximum Contaminant Levels (MCLs} are expressed in ppb. For any listed contaminant, the more stringent of the

federal MCL and the NJGWQS applies.
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